Minimum Program Steps Report

DOT Number: 436245X
Milepost Number: 53.69
Site Name: CHESTER, IL

SIN: 762010010016 *
* Parameter is part of office check number calculation.

MCF and Template Selection

MCF Name: GCP-T6X-02-6.mcf
MCF Revision: 26
MCFCRC: 494D2656

Template = 1A:6 Trk Bi (OCCN) *
* Parameter is part of office check number calculation.
Minimum Program Steps

TEMPLATE: module configuration
Track 2/RIO 1 Slot = Track (OCCN) *

TEMPLATE : track 1-Bi, Island
Track 1 : GCP Frequency = 285 Hz (OCCN) *

Track 1 : Approach Distance = 3184 ft (OCCN)

Track 1 Prime Warning Time = 26 sec (OCCN) *

Track 1 Prime UAX = IP (OCCN) *

Track 1 Prime UAX Pickup = 15 sec (OCCN) *

Track 1 GCP Transmit Level = Medium (Set in Field, TCN)
Track 1 Isl Frequency = 10.0 kHz (OCCN) *

TEMPLATE: track 2-Bi, Island
Track 2 : GCP Frequency = 285 Hz (OCCN) *

Track 2 Approach Distance = 3184 ft (OCCN)

Track 2 Prime Warning Time = 26 sec (OCCN) *

Track 2 Prime UAX = IP (OCCN) *

Track 2 Prime UAX Pickup = 15 sec (OCCN) *

Track 2 GCP Transmit Level = Medium (Set in Field, TCN)
Track 2 Isl Frequency = 11.5 kHz (OCCN) *

TEMPLATE: AND 1 XR
AND 1 Enable Used = Yes (OCCN) *

TEMPLATE: O0OS
00S Control = 00S IPs (OCCN) *

TEMPLATE: IP assignment 1
IN 1.1 = Tl Prime UAX (OCCN) *



IN 1.2 = Out Of Service IP 1 (OCCN) *
IN 2.1 T2 Prime UAX (OCCN) *
IN 2.2 = Out Of Service IP 2 (OCCN) *

TEMPLATE: IP assignment SSCC
IN 7.1 = AND 1 XR Enable (OCCN) *

MS4000 conflguratlon

Track 1 GCP Frequency = 285 Hz (OCCN,TCN) (Hidden) *
Track 1 Prime UAX = IP (OCCN) (Hidden) *

Track 1 Prime UAX Pickup = 15 sec (OCCN) (Hidden) *
Track 1 Isl Frequency = 10.0 kHz (OCCN) (Hidden) *
Track 1 Pickup Delay (2s +) = 2 sec (OCCN) (Hidden) *

IN 1.1 = Tl Prime UAX (OCCN) (Hidden) *
IN 1.2 Out Of Service IP 1 (OCCN) (Hidden) *

MS4000 Predictor
Track 1 : Prime Warning Time = 26 sec (OCCN) (Hidden) *

GCP: track 1
Track 1 : Island Distance

120 ft (Set in Field, TCN)

GCP: track 2
Track 2 : Island Distance

120 £t (Set in Field, TCN)

ISLAND: track 1
Track 1 : Pickup Delay (2s +)

2 sec (OCCN) =*

ISLAND: track 2
Track 2 : Pickup Delay (2s +)

2 sec (OCCN) =

ADVANCED: site options
Daylight Savings = Off (Set in Field)

Express: MS4000 configuration

Track 1 : GCP Frequency = 285 Hz (OCCN,TCN) (Hidden) *
Track 1 : Prime UAX = IP (OCCN) (Hidden) *

Track 1 : Prime UAX Pickup = 15 sec (OCCN) (Hidden) *
Track 1 : Pickup Delay (2s +) = 2 sec (OCCN) (Hidden) *
IN 1.1 = Tl Prime UAX (OCCN) (Hidden) *

IN 1.2 = Out Of Service IP 1 (OCCN) (Hidden) *

Express: MS4000 Predictor
Track 1 : Prime Warning Time = 26 sec (OCCN) (Hidden) *

* Parameter is part of office check number calculation.

Check Numbers

Office Check Number: 1E2BF355
Config. Check Number: 1FB591BF
(Based on MCF Revision 26)

Parameters not part of office check number calculation:



Track 1 : GCP Transmit Level = Medium (Set in Field)
Track 2 : GCP Transmit Level = Medium (Set in Field)
Track 1 : Island Distance = 120 ft (Set in Field)
Track 2 : Island Distance = 120 ft (Set in Field)
Daylight Savings = Off (Set in Field)

Comments

Filename: 12755369 436245X.pac

Path: Z:\ISIS CADD\Union Pacific RR\UP X-ings\1275 Chester
sub\12755369 436245X TR 255\

Date/Time: 12/23/2014 9:03:21

DT Version: 5.3.3



